
�

����
�
��������	�
��
�����
�
��
��	�	�����	�� �
 

 ������������� �
���������
  

�

��	����
�
�


�����
�

����������� �
 

�
�

����������
�
���� �

 



 
 
 
 
 
 
 

 
 
  
 

 
Putting the 
latest 
Sintered 
Metal 
technology 
to work for 
you….. 
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PCC Believes that quality must begin at the outset, before we commit to production.  
New products are designed and engineered jointly with our customer to achieve 
optimum design and material selection. 
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�  Rapid prototyping, through strategic alliances with our tool builders          

allows PCC to offer lead times of four to six weeks. 
 

�  Quick Quote Response 
 

�  Competitive Pricing 
 

�  Reliable Delivery 
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�  Metallurgical Assistant 
 

�  Repeatability 
 

�  Reliability 
 

�  Versatility 
 

�  Dedicated Work Force 
 

�  Available Capacity 
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�  PCC is committed to total quality management and continuous improvement 
 

�  ISO 9001:2008 certified 
 

�  Complete part layout on all sample submissions 
 

�  Complete line of inspection equipment, including a coordinate measuring 
machine and gear checking equipment. 

 



 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Let  
Powder 
Metallurgy 
from PCC  
be your 
competitive 
edge.  
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�  Achieves close dimensional tolerances 
 
�  Reduces scrap 

 
�  Eliminates or minimizes machining 

 
�  Produces excellent surface finish 

 
�  Heat treatable for strength and wear resistance 

 
�  Unique alloy systems achieved 

 
�  Complex and unique shapes 
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DESIGNATION CHEMISTRY APPLICATIONS 
F-0000 Pure Fe (Carbon below 0.03%) Low strength at high density, soft magnetic 

material 

F-0005 Fe-.5% C Moderate strength, mild steel 

F-0008 Fe-.8% C Moderate strength, mild steel 

FC-0208 Fe-2% Cu-.8% C Higher strength structural parts 

FN-0205 Fe-2% Ni-.5% C High strength when heat treated, impact 
resistant 

FN-0208 Fe-2% Ni-.8% C High strength when heat treated 

FX-1008 Fe-20% Cu-.8% C Infiltrated steel, high strength, sintered or 
heat treated 

SS-316 316 Stainless steel Tough and corrosion resistant 

SS-410 410 Stainless steel Hardens during sintering 

CZ-0220 Brass: Cu-20% Zn, 2% Pb Easy machining, corrosion resistant 

CT-0010 Bronze:Cu-10% Sn Structural and bearing applications, 
excellent corrosion resistance 

CZN-1818 Nickel silver: Cu-18% Ni-18% Zn Decorative, tough and ductile superior 
corrosion resistance 

 



 
“The  
logical 
choice for  
all your 
Sintered 
Metal 
needs.”  

 

 
317 Buena Vista Hwy 

Wilcox Pa  15870 
814-929-5805 phone 

814-929-5806 fax 
www.pccpm.com 

 


